STANDARD AND OPTIONAL EQUIPMENT

© Standard equipment

All-weather sound cab with 360° visibility. Safety glass windows. Wide window wiper. Sliding fold-in front window. Sliding side
window. Lockable door. Deluxe fully adjustable reclining seat. Lever lock. Cab heater, air conditioning, stereo cassette/radio. Hydraulic
tilt cab riser with log guard.

+ Number of cylinders
Engine coolant temperature gauge. Electric hour meter. Fuel meter. Tachometer. Voltmeter. Hydraulic oil pressure gauge.
Operations monitor : (Engine oil pressure, battery charge, engine oil filter clogging, air cleaner clogging and hydraulic oil filter
clogging). Alarm buzzer (Engine oil pressure and engine coolant temperature.)
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Infracore

Seoul Office :

Doosan Tower 26TH FL. 18-12, Euljiro-6Ga,
Jung-Gu, Seoul, Korea 100-730

Tel : +82-2-3398-8114

Fax : +82-2-3398-8117

Doosan Infracore Europe S.A.
1A, Rue Achille Degrace, 7080 Frameries, Belgium
Tel : +432-65-61-3230  Fax : +32-65-67-7338

Doosan Infracore U.K., Ltd.
Doosan House, Unit 6.3, Nantgarw Park, Cardiff CF47QU, U.K.
Tel : +44-1443-84-2273  Fax: +44-1443-84-1933

Doosan Infracore Germany GmbH
Hans-Boeckler strasse 29, D-40764, Langenfeld-Fuhrkamp, Germany
Tel : +49-2173-8509-18  Fax : +49-2173-8509-45

Doosan Infracore France
1/3 Rue Pavlov Z.I. des Bruyéres 78190 Trappes-France
Tel : +433-1-30-16-21-41  Fax: +33-1-30-16-21-44

Doosan Infracore America Corporation
2905 Shawnee Industrial Way, Suwanee, Georgia 30024, U. S. A
Tel : +1-770-831-2200  Fax : +1-770-831-0480

Doosan Infracore (China) Co., Ltd.
#28, Wuzhishan Road, Eco. & Tech, Development Zone, Yantai, Shandong, China
Tel : +86-535-638-2000  Fax : +86-535-638-2004

Doosan Infracore Xinjiang Machinery Co.,Ltd.
No, 178, Hetanbei Road, Wurumug;, Xinjiang, China
Tel : +86-991-469-7217  Fax : +86-991-469-8641

Doosan Infracore Liaoning Machinery Co.,Ltd.
No.32 DonglLing Road, DongLing District, ShenYang, Liaoning, China
Tel : +86-24-8841-1407  Fax : +86-24-8841-1404

Doosan Infracore South Africa (PTY)LTD.
60C Electron Road, Isando 1600, Johannesburg, South Africa
Tel : 27-11-974-2095  Fax : 27-11-974-2778

Doosan Infracore Middle East Center(Dubai)
P.O.Box 183127, Al-Serkal Building, Air Port Road,Dubai, U.A.E
Tel : +971-4-295-2781~2  Fax:+971-4-295-2783

DAEWOO becomes DOOSAN
On the 29th of April 2005, the DOOSAN group acquired
DAEWOO Heavy Industries & Machinery.

The company, now a major player with regard to industrial
and public-sector infrastructure projects, is looking decisively
towards the future with its advanced technologies and its
investments in research and development.

The group's strengths are built on over 100 year of
experience, & a solid financial structure, allowing it to
commit to large-scale investments for ensured future success.

DOOSAN Infracore intends to become a worldwide leader in
offering total industrial solutions to its clients.

PBP D300L00 0608

www.doosaninfracore.com
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The illustrations do not necessary show the product in standard version.
All products and equipments are not available in all markets.
Materials and specifications are subjects to change without prior notice.

» Operational Weight(Without Grapple):
35,100kg(77,381lIb)

» Rated Engine Power :
DIN 6271, gross - 151kw(205ps)/1,900rpm
DIN 6271, net - 147kw(200ps)/1,900rpm
SAE J1349, gross - - 151kw(202HP)/1,900rpm
SAE J1349, net 147kw(197HP)/1,900rpm




The new DX300 log loader has all the advantages of the previous

model, the Solar 300 log loader but now offers additional added value

— to the operator.
= ,
97 The key phrase used during the development of the DX300 log loader
B/ was “giving optimum value to the end user.” This translates, in

Doosan Daewoo DX300 Log loader : , concrete terms, into:

A New Model' with

Increased production and improved fuel economy thanks to electronic
optimization of the hydraulic system and the new generation DOOSAN
engine (stage II).

Improved ergonomics, increased comfort and excellent all round
visibility ensuring a safe and pleasant working environment.

Improved reliability through the use of high performance materials
combined with new methods of structural stress analysis have lead to
increased component life expectancy, thus reducing running costs.

Reduced maintenance increased the availability of the log loader and
reduces running costs.
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HANDLING

The log loader's power, durability, ease of servicing and its precise control increase its
effectiveness and life expectancy. With the DX300LL, DOOSAN offers an excellent return on
investment.

Multi-function Color

LCD Monitor Panel

| 5

Control lever

Very precise control of the equipment increases versatility, safety and
facilitates tricky operations requiring great precision.

Operation modes Levelling operations and the movement of lifted loads in particular are made
. Mode selection easier and safer.

- Flow rate control
- Auto deceleration
- Display selection

Warning lights

The control levers have additional electrical buttons for controlling other
additional equipment (for example, grabs, crushers, grippers, etc.)
Control panel

With color LCD display
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Cellular phone box 12V Power socket

Cigarette lighter Glass antenna

COMFORT

The work rate of the log loader is directly linked to the performace of its operator.
DOOSAN designed the DX300LL by putting the operator at the centre of the development goals.
The result is significant ergonomic value that improves the efficiency and safety of the operator.

More space, better visibility, air conditioning, a very
comfortable seat... These are all elements that ensure
that the operator can work for hours and hours in
excellent conditions.

.

Control panel
Correct positioning with clear controls makes the operator’s task easier.

The high performance
air conditioning
provides an air flow
which is adjusted and
electronically controlled
for the conditions. Five
operating modes
enable even the most
demanding operator to
be satisfied.

Visibility has been improved in all directions and the size of the
cab has been increased.

Air suspension seat (opt)
Equipped with various functions
of adjustment forth and back
and, and lumbar support, it
reduces the vibration of
equipment transmitted during
work in an effective way.

Also for considering winter
working environment, Seat
warmer functions equipped.

Appropriate storage spaces show the
attention given to the operator.

T 2 T (&

MP3/CD Player (Opt.)

Audio Button

Audio Button has been positioned in a way
that the driver can turn on/off the radio,
control the volume, and select a channel
conveniently.

—

Control stand (Telescopic Function)

Comfortable 2-stage sliding seat

DX300LL



PERFORMANCE

The performance of the DX300LL has a direct effect on its productivity. Its new "Common Rail"
engine and new e-EPOS controlled hydraulic system have combined to create an unbeatable log
loader, with a cost/performance ratio that makes the DX300LL even more appealing.

At the heart of the hydraulic excavator is the new “Common Rail” DOOSAN
DLO8 engine. It is combined with the new e-EPOS electronic control system,
for optimum power and fuel saving.

The new engine produces 197 hp(147 kw/200 PS) at only 1,900 rpm, and
more torque, due to its careful design combined with the ues of common rail
injection and 4 valves per cylinder. These features help optimize combustion
and minimize pollution through reduced Nox & particulate emissions.

Increased torque allows efficient use of the power of the hydraulic system.
= Faster working cycles increase productivity.

= Increased torque means the excavator is able to move more easily.
= Energy efficiency reduces fuel consumption.

Pressure

Rail pressure
limiter: vaive sensor

Metering
unit ZME

Other sensors

spe
(crank)

Engine == High pressure
(tam) = Low pressure

“COMMON RAIL”" DOOSAN DL08 ENGINE

EXCAVATOR CONTROL

New e-EPOS system (Electronic Power Optimizing System)

The brains of the hydraulic excavator, the e-EPOS, have been improved and now can electronically link to the engines ECU (Electronic Control Unit), through a
CAN (Controller Area Network) communication link, enabling a continuous exchange of information between the engine and the hydraulic system. These units
are now perfectly synchronised.

The advantages of the new e-EPOS impacts at several levels,
Boom Cylinder

Ease of operation and user-friendliness:

+ The availability of a power mode and a normal operating mode guarantee maximum
efficiency under all conditions.

+ Electronic control of fuel consumption optimizes efficiency.

+ The automatic deceleration mode enables fuel saving.

+ Regulation and precise control of the flow rate required by the equipment are
available as standard.

+ A self-diagnosis function enables technical problems to be resolved quickly and
efficiently.

« An operational memory provides a graphic display of the status of the machine.

Dptiunl I I I I I I I I -’= + Maintenance and oil change intervals can be displayed.

DOOSAN infracore is aware of the importance
of protecting the environment. Ecology was 100
uppermost in the minds of the research
workers right from the start of the design of
the new machines. The new challenge for the

Bucket Cylinder

Eoom Load holding valve

3,590mm

4,650mm

Control Valve

engineers is to combine the protection of =0
nature with equipment performance and to 7
I this end DOOSAN has been investing heavily. + fffffffffffffffffff
0
i The new DOOSAN engine respects and protects o [Hoole  [REEke Stable lower running part Folding type cabin
Control unit|< the environment, limiting all types of toxic DL08 engine [l Level Il limit Heightening the lowest ground level to 790mm (2'7"), it  Lowering the ground level with the cabin folded forth at transport, it is easy to move. (4,650mm
emissions. prevents the damage of the lower part in running at a rough  (15'3") = reduced to 3,590mm (11'9")

area and swampy land.
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